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Housing material
Optics materials
Radiation angle
Ingress Protection

Aluminum

Glass (transmission >92%)
120°

IP65 (dust and watertight)

Power consumption

600W

1177mm(46. 34%)

1450m(5, 7"}

System efficacy

2.4umol/) @220Vac

(+10%)
PAR Output 1475umol/s
ePAR output 1506umol/s
Voltage Input 100-277Vac,50-60Hz

Current Range

6A @ 100V , 2.17A @ 277V

136mm (5. 35")
90an (3. 54°) —
— =
: 1137mn (44, 76)
260, 4ma (10, 25 —FimAt)
138. Tn 5. 46")
Dimensions 1177 x 145 x 136mm
46.34" x5.7" x5.35"
Net Weight 11.6 kg/25.7 lbs
Qty/CTN 1 pc
Gross Weight 12.68 kg/27.95 lbs
CTN Size 1340 x 195 x 200mm

52.76" x7.7" x7.9"

Operation conditions

0°C to 40°C/ 32°F to 104°F  (95% RH)

Isolation Class Class 1
Heat BTU Generated 2046BTU

Power Factor >0.95

Dimming 0-10V

Storage conditions

-40°C to 70°C /-40°F to 158°F (85% RH)

* The tolerance for power is 3%

Warranty

5 years

* The tolerance for weight is +£6%



HLO6-P68-00

cccccccc

Spectral Distribution

Standard: 2*V cords
attach to 2*rope ratchet

-/+180
=150 150
-120 120 CE
ETL
Low Voltage Directive (LVD)
90 Electromagnetic Compatibility Directive (EMC)
Restriction of Hazardous Substances (RoHS) Directive
* typical values for stable operation at 25° C /77 ° F ambient temperature
UNIT:cd

—C0/180,112.8
c90/270,112.8

0
AVERAGE BEAM ANGLE (50%) :112.8 DEG



PPFD test result

600W 45cm/18”
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600W 60cm/24”
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Spectrum:

Cover area:

HLO6-P68-00

1.2mx0.6m /4" x 2’

Height fixture above canopy: 45cm & 60cm / 18” & 24”

1 fixture needed for:

PPFD value:

600W 45cm/18”

Average: 879 uMol/m?s
Maximum: 1146 uMol/m?s
Minimum: 555 uMol/m?%s
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Atop Lighting

0.72m2 / 7.75 sqft

600W 60cm/24”

Average: 755 pMol/m?s
Maximum: 1006 puMol/m?%s
Minimum: 545 puMol/m?¥s




